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JFRM-ZB-0001-HH08x10

Thread

Series

Zero-backlash

Metric

Hand of rotation

Type F = with flange

Material iglidur® Jb
2

b
1

d1
d2

3

Zero backlash lead screw nuts, made from iglidur® J

iglidur® J – Best wear in dry operation

Part number d1 d2 d3 d4 d5 b1* b2 Thread

d1xP

JFRM-ZB-0001-HH5x5 5.3 13.5 28 22.2 3.7 32 4.1 SG5x5

JFRM-ZB-0001-HH6.35x12.7 6.35 13.5 28 22.2 3.7 32 4.1 SG6.35x12.7

JFRM-ZB-0001-HH08x10 8 20 38.1 28.3 5.2 41-47 4.8 SG8x10

JFRM-ZB-0001-HH08x15 8 20 38.1 28.3 5.2 41-47 4.8 SG8x15

JFRM-ZB-0001-HH10x12 10 20 38.1 28.3 5.2 41-47 4.8 SG10x12

JFRM-ZB-0001-HH10x50 10 20 38.1 28.3 5.2 41-47 4.8 SG10x50

Dimensions [mm]

* variable according to thread pitch/clearance

Custom sizes upon request

can be combined with high helix lead screws  page 1092
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Order key

price list online

www.igus.eu/eu/jfrm-zb
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Right-hand thread – Dimensions [mm]

JFRM-2020SG8x10

Thread

b1

d2

Metric

Hand of rotation

Type F = with flange

Material iglidur® J

High helix lead screw nuts with flange, made from iglidur® J

iglidur® J – Best wear in dry operation
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Left-hand thread – Dimensions [mm]

Order key
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www.igus.eu/eu/jfrm-sg

www.igus.eu/eu/jflm-sg

Part number Effective 

supporting 

surface [mm2]

d2 d3 d4 d5 b1 b2 Thread max. stat. 

F axial

 [N]d1 x P

JFRM-1315SG5x5 152 13 25 19 3 15 5 SG5x5 100*

JFRM-1315SG6.35x12.7 107 13 25 19 3 15 5 SG6.35x12.7 100*

JFRM-2020SG8x10 232 20 34 28 4 20 5 SG8x10 458*

JFRM-2020SG8x15 183 20 34 28 4 20 5 SG8x15 458

JFRM-2525SG10x12 324 25 42 34 5 25 10 SG10x12 810

JFRM-2525SG10x50 177 25 42 34 5 25 10 SG10x50 443

JFRM-2835SG12x25 337 28 48 38 6 35 12 SG12x25 843

JFRM-2835SG18x24 945 28 48 38 6 35 12 SG18x24 2,363

JFRM-2835SG18x100 500 28 48 38 6 35 12 SG18x100 1,250

Part number Effective 

supporting 

surface [mm2]

d2 d3 d4 d5 b1 b2 Thread max. stat. 

F axial

 [N]d1 x P

JFLM-2020SG8x10 232 20 34 28 4 20 5 SG8x10 458*

JFLM-2525SG10x12 324 25 42 34 5 25 10 SG10x12 810

JFLM-2525SG10x50 177 25 42 34 5 25 10 SG10x50 443

JFLM-2835SG12x25 337 28 48 38 6 35 12 SG12x25 843

JFLM-2835SG18x24 945 28 48 38 6 35 12 SG18x24 2,363

JFLM-2835SG18x100 500 28 48 38 6 35 12 SG18x100 1,250

* reduced axial load due to nut geometry

Other thread sizes and nut geometries upon request


