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SCPS2 Series

     SCPS2-(L) basic type (00)

Refer to page 79 for the X and LL dimensions of the custom stroke length.
Without switch dimensions are also same.
(Magnet is not integrated.)

Note 1: Port size M3 type is available for   6 cylinder. The maximum stroke for   6 is 100 mm.
Note 2: The   6 and   10 port thread depth is 3.8 mm. When using a joint, prepare a joint with a thread 
             length of 3.8 mm or less.
Note 3: Dimensions in parentheses apply when the head side port direction is in the "0" axis direction.
Note 4: Refer to page 78 for dimensions drawings of accessories.

     Single axial foot type (LS)

Note 1: Port size M3 type is available for   6 cylinder. The maximum stroke for   6 is 100 mm.
Note 2: The   6 and   10 port thread depth is 3.8 mm. When using a joint, prepare a joint with 
             a thread length of 3.8 mm or less.
Note 3: Refer to page 78 for dimensions drawings of accessories.

Refer to page 79 for the X and LG dimensions of the custom stroke length.
Without switch dimensions are also same. (Magnet is not integrated.)
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Single axial foot type (LS) basic dimensions Installation dimensions
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SCPS2 Series

Single acting, extend type

Note 1: Refer to page 79 for the X and LL dimensions of the custom stroke length.
Note 2: Without switch dimensions are also same. (Magnet is not integrated.)

Note 1: Refer to page 79 for the CA and CJ dimensions of the custom stroke length.
Note 2: Without switch dimensions are also same. (Magnet is not integrated.)

     Rod side flange type (FA)

Note 3: Port size M3 type is available for   6 cylinder. The maximum stroke for   6 is 100 mm.
Note 4: The   6 and   10 port thread depth is 3.8 mm. When using a joint, prepare a joint with 
             a thread length of 3.8 mm or less.
Note 5: Refer to page 78 for dimensions drawings of accessories.

     Clevis bracket type (CB)

Note 3: The   6 and   10 port thread depth is 3.8 mm. When using a joint, prepare a 
             joint with a thread length of 3.8 mm or less.
Note 4: Pin and snap ring are attached.
Note 5: Refer to page 78 for dimensions drawings of accessories.
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