
 ZW-L*-*-0

Elbow

 ZW-S*-*

Single straight

Model 

no.

Applicable 
tube O.D. M H K L A B

Min. 

bore size

Effective cross-sectional 

area mm2

Weight 

g

ZW-S  4-M5

4

M5 × 0.8 10 11 21.5 4 16 2.5 4 6.7

ZW-S  4-  6 R1/8 10 11 20.5 8 16 2.5 4 7.8

ZW-S  4-  8 R1/4 14 15 19.5 11 16 2.5 4 15

ZW-S  6-M5

6

M5 × 0.8 12 13 23 4 17.5 2.5 4.4 8.6

ZW-S  6-  6 R1/8 12 13 23 8 17.5 4 10.3 9.5

ZW-S  6-  8 R1/4 14 15 23.5 11 17.5 4 10.3 17

ZW-S  6-10 R3/8 17 19.6 21.5 12 17.5 4 10.3 26

ZW-S  8-  6

8

R1/8 14 15.8 28 8 19 5 17.5 16

ZW-S  8-  8 R1/4 14 15.8 27 11 19 6 22.4 17

ZW-S  8-10 R3/8 17 19.6 22.5 12 19 6 22.4 23

ZW-S10-  8

10

R1/4 17 19.6 32.5 11 21.5 8 30.5 26

ZW-S10-10 R3/8 17 19.6 28.5 12 21.5 8 30.5 26

ZW-S10-15 R1/2 22 24 26.5 15 21.5 8 30.5 46

ZW-S12-10
12

R3/8 19 21 30.5 12 23 10 40 29

ZW-S12-15 R1/2 22 24 29.5 15 23 10 40 47

Model 

no.

Applicable 
tube O.D. L B C N E F

Min. 

bore size

Effective cross-sectional 

area mm2

Weight 

g

ZW-L  4-0 4 18.5 16 10 7.5 4.2 11 2.5 3 5.2

ZW-L  6-0 6 21 17.5 12.5 8.5 4.2 13.5 4 7.5 7.7

ZW-L  8-0 8 23.5 19 14.5 9.5 4.2 15.5 6 17 9.5

ZW-L10-0 10 27 21.5 17.5 11 4.2 18.5 8 25.5 16

ZW-L12-0 12 29.5 23 20 12 4.2 21 10 34 20

 ZW-T*-0

Tee

 ZW-L*-*

Single elbow

Model 

no.

Applicable 
tube O.D. M H L1 L2 A B C

Min. 

bore size

Effective cross-sectional 

area mm2

Weight 

g

ZW-L  4-M5

4

M5 × 0.8 8 15 18 4 16 10 2.5 3.2 4.9

ZW-L  4-  6 R1/8 10 20.5 18.5 8 16 10 2.5 3.2 8

ZW-L  4-  8 R1/4 14 24 18.5 11 16 10 2.5 3.2 15

ZW-L  6-M5

6

M5 × 0.8 10 15 20 4 17.5 12.5 2.5 4.2 6.8

ZW-L  6-  6 R1/8 12 24 21 8 17.5 12.5 4 8 13

ZW-L  6-  8 R1/4 14 27.5 21 11 17.5 12.5 4 8 17

ZW-L  6-10 R3/8 17 29 21 12 17.5 12.5 4 8 25

ZW-L  8-  6

8

R1/8 14 25.5 23.5 8 19 14.5 6 18 16

ZW-L  8-  8 R1/4 14 28.5 23.5 11 19 14.5 6 18 19

ZW-L  8-10 R3/8 17 30 23.5 12 19 14.5 6 18 27

ZW-L10-  8

10

R1/4 17 31 27 11 21.5 17.5 8 27 27

ZW-L10-10 R3/8 17 32.5 27 12 21.5 17.5 8 27 32

ZW-L10-15 R1/2 22 35.5 27 15 21.5 17.5 8 27 46

ZW-L12-10
12

R3/8 19 34.5 29.5 12 23 20 9 35 40

ZW-L12-15 R1/2 22 37.5 29.5 15 23 20 9 35.5 52

Model 

no.

Applicable 
tube O.D. L B C E F N

Min. 

bore size

Effective 
cross-sectional 

area mm2

Weight 

g

ZW-T  4-0 4 18.5 16 10 4.2 11 7.5 2.5 3.6 8.2

ZW-T  6-0 6 21 17.5 12.5 4.2 13.5 8.5 4 9.7 12

ZW-T  8-0 8 23.5 19 14.5 4.2 15.5 9.5 6 22 15

ZW-T10-0 10 27 21.5 17.5 4.2 18.5 11 8 30 23

ZW-T12-0 12 29.5 23 20 4.2 21 12 10 35.5 29

 ZW-S*-0

Straight

Model 

no.

Applicable 
tube O.D. L B C

Min. 

bore size

Effective cross-sectional 

area mm2

Weight 

g

ZW-S  4-0 4 33.5 16 10 2.5 4 4.5

ZW-S  6-0 6 36.5 17.5 12.5 4 10 6.9

ZW-S  8-0 8 39.5 19 14.5 6 22 8

ZW-S10-0 10 45 21.5 17.5 8 30 14

ZW-S12-0 12 47.5 23 20 10 35 17

Dimensions
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