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Basic type (00)    20 to    100
<Rubber cushioned>

Note 1: Refer to the page 333 for the RD, HD, and projecting dimensions of the 2-color indicator type, preventive
maintenance output type, off delay type, strong magnetic field proof type, T1H/V, T8H/V switch.

Note 2: Refer to page 334 and 335 for accessory dimensions.

<Air cushioned>
(Note): For 20, 25 mm bore cylinder, piping method (EE) are different.
            Refer to air cushioned dimensions table (EE*).

· Switch installation method: rail method

· Switch installation method: rail method
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M4 depth 6.5
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35.5

42.5
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37.7

46.7
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(stroke length/4.5) + 21
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18.5

20

20

18

18

18

18

18

18

18

18

GA

23

24.4

25

25.7

26.2

26.5

26.7

26.7

GB

4.0

3.0

4.0
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6.0

7.0
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7.0

8.0

9.0
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20.0
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12
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36.6
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58.5
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Rc1/4
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Rc1/2

EE*

Basic type (00) basic dimensions
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Basic type (00)    20 to    100
<Rubber cushioned>

Note 1: Refer to the page 333 for the RD, HD, and projecting dimensions of the 2-color 
             indicator type, preventive maintenance output type, off delay type, strong 
             magnetic field proof type, T1H/V, T8H/V switch.
Note 2: Refer to page 334 and 335 for accessory dimensions.

<Air cushioned>

· Switch installation method: band method

· Switch installation method: band method

Dimensions
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