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Accessories

Hygienic Design Range

Wall Mounted Enclosures

 Depth interior profi le for HDW ,  DIPH 

 Description:  The DIPH profi le system is a 40 mm wide and 25 mm high profi le to be 
mounted on the sides and base of HDW range enclosures. It has two 
rows of hole patterns and can be used in combination with the CLPK 
and CLPF profi les. No machining is required. 

 Material:  Zinc plated Steel. 

 Pack quantity:  4 profi les with mounting accessories. 

 For enclosure   

 D  Max. loading  Item no. 

 210  150 N  DIPH210 

 300  150 N  DIPH300 
 DIPH, Profi le, steel, interior mounting, HDW range  Profi le, steel, interior mounting, HDW range, DIPH 

  

 Wall mounting brackets HD ,  AWHD 

 Description:  Mounting brackets for hygienic wall fi xing. Provides an space between 
the enclosure and the wall to facilitate cleaning operations. It includes 
the sealing washers to guarantee the IP rating. Machining required. 
Design according to EHEDG standards. 

 Material:  AISI 304 stainless steel. Sealing in FDA approved silicone. 

 Pack quantity:  1 bracket with mounting accessories. 

 D  Item no. 

 50  AWHD050 

 300  AWHD300 
 AWHD, Wall mounting brackets, hygienic design, wall mounted  Wall mounting brackets, hygienic design, wall mounted, AWHD 

  

 Leveling feet HD ,  LFHD 

 Description:  Adjustable feet for leveling enclosures placed on uneven ground. 
Reduce cleaning time thanks to fully covered and sealed threads. 
Machining required. Design according to EHEDG standards. 

 Material:  AISI 304 stainless steel. Sealing in FDA approved silicone. 

 Maximum load:  9000N per foot. 

 Pack quantity:  4 pieces with mounting accessories. 

 Total height  Max. height  Min. height  Item no. 

 178 mm  140 mm  104 mm  LFHD04 
 Leveling feet, hygienic design, LFHD 

  


