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Human Machine Interface

Intermediate joint SL, SAIJ

Description: Intermediate joint component for SL system, angle of rotation 360º with 
stop. Rotation angle limiter is to be ordered as a separate product. Cable 
access with a plastic click-in cover.

Material: Aluminium.

Finish: RAL 7035.

Delivery: 1 piece, sealing gaskets, and mounting accessories.

Item no.

SAIJ1SL
SAIJ, Swing arm light, intermediate joint, , Swing arm light, intermediate joint, SAIJ

Coupling SL, SAC

Description: Coupling component for SL system, angle of rotation 300º with stop. 
Rotation angle limiter is to be ordered as a separate product.

Material: Aluminium.

Finish: RAL 7035.

Delivery: 1 piece, sealing gaskets, and mounting accessories.

Item no.

SAC1SL
SAC, Swing arm light, coupling, , Swing arm light, coupling, SAC

Elbow coupling SL, SAEC

Description: Elbow coupling component for SL system, angle of rotation 300º with stop. 
Rotation angle limiter is to be ordered as a separate product. Cable access 
with a plastic click-in cover.

Material: Aluminium.

Finish: RAL 7035.

Delivery: 1 piece, sealing gaskets, and mounting accessories.

Item no.

SAEC1SL
SAEC, Swing arm light, elbow coupling, , Swing arm light, elbow coupling, SAEC


