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Abmessungen Dimensions [mm]

easy chain® - leicht befüllt und hochstabil
Das easy chain® Programm ist seit vielen Jahren oft 

die erste Wahl, wenn es um e-ketten® für geringe Las-

ten und schnelle Befüllmöglichkeit geht. Mit der neu-

en Generation sind jetzt gleiche freitragende Längen 

und Füllgewichte des igus® Maschinenbaustandards 

E2/000 möglich mit der einfachen und schnellen Be-

füllmöglichkeit der igus® easy chains® – Leitungen ein-

fach mit dem Daumen eindrücken oder herausziehen.

 ● 100% mehr freitragende Länge und Zusatzlast 

möglich (Vergleich Z26 vs. E2Z.38)

 ● Leitungen in Sekunden einlegen und entnehmen

 ● Hochflexible Ö]nungsstege gepaart mit stabilen, 

verstärkten Seitenteilen

 ● Drastisch verkürzte Montagezeiten

 ● Kostengünstig

Typische Anwendungsbereiche:

Allgemeiner Maschinenbau

*Stabilität einer bewährten E2/000 gepaart mit der ein- 

fachen Befüllbarkeit von easy chain®: easy chain® HD Ver-

gleich: E2Z.38 mit vergleichbarer igus® easy chain® Z26

+100% mehr Zusatzlast und freitragende Länge*

Leitung einfach eindrücken 
und herausziehen

Verfahrweg S [m]

Stabile 
Seitenlaschen

Hochflexible "Mäander"
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... 100% mehr Last  ... schnell befüllt ...
easy chain® - easy to fill and highly stable
The easy chain® product range has been the first 

choice for many years when it comes to e-chains® for 

small loads and – at the same time – fast filling. The 

new generation now enables the same unsupported 

lengths and fill weights of the E2/000 igus® mechan-

ical engineering standard, combined with easy and 

fast filling of the igus® easy chains® -  Simply press in 

the cables with your thumb or pull them out.

 ● 100 % more unsupported length and fill weight 

possible (compare Z26 vs. E2Z.38)

 ● Insert and remove cables in just a few seconds

 ● Very flexible cross bars coupled with stable, rein-

forced side sections

 ● Drastically shortened installation times

 ● Cost-e]ective

Typical application areas:

General machinery

... 100% more load ... quickly filled ...

Stable side links

*The stability of a proven E2/000 coupled with the easy-

to-fill design of the easy chain®: easy chain® HD Com-

parison: E2Z.38 with comparable igus® easy chain® Z26

Travel S [m]

Very flexible spring 
crossbars

+100% more load and unsupported length*

Simply press cables in and 
pull out
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