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{carlogavazzi/sensors/capacitive_sensors/m30_sensors_plastic_housing/m30_non_flush/m30_plug.prj},{NB=CA30CAN25BPM1IO},{SHA256=nNN3yL0FesxJklmT0GFFyQOV/DH17N1S12jFK+n0YKk=},{INAME=ca30can25bpm1io},{NAME=ca30can25bpm1io},{NNCUSTOM=CA30PNP},{NTCUSTOM=M30 Capacitive plastic},{NBCUSTOM=CA30CAN25BPM1IO},{LINACUSTOM=CA30CAN25BPM1IO},{STEPFILE=3D_CA30CAN_Plug.stp},{PNGFILE=CA30CAN25PAM1.png},{CODE=CA30CAN25BPM1IO},{MTYP=Non_Flush},{SWDIS=0Ã·25},{SWOUT=2x selectable NPN/PNP/NO/NC/Push_Pull/Teach_in/Ext_Input},{INT=IO Link},{PWDC=10Ã·40},{PWAC=-},{MXCUR=200},{NLCUR=20},{CON=M12 plug},{HOU=M30, cylindric, plastic},{DIM1=30},{DIM2=61.0},{IP=IP67, IP68, IP69K, Ecolab},{TMP=-30Â°Ã·+85Â°C/-22Â°Ã·+185Â°F},{DS=ca30caxxbpxio.pdf}
Please select the desired product according to technical criteria. Selectable attributes are highlighted with the table icon. Selections can be reset by clicking on the table icon or on the value.
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Company
	Carlo Gavazzi	
	

	
Description
	M30 Non-Flush Plug	
	

	
Bill of material
	CA30CAN25BPM1IO	
	

	
CODE

Code
	
CA30CAN25BPM1IO



CA30CAN25BPM1IO
	
	

	
MTYP

Mounting type
	Non_Flush	
	

	
SWDIS

Switching distance
	
0Ã·25



0Ã·25
	
mm	

	
SWOUT

Switching output
	
2x selectable NPN/PNP/NO/NC/Push_Pull/Teach_in/Ext_Input



2x selectable NPN/PNP/NO/NC/Push_Pull/Teach_in/Ext_Input
	
	

	
INT

Interface
	
IO Link



IO Link
	
	

	
PWDC

Rated voltage DC
	
10Ã·40



10Ã·40
	
Vdc	

	
PWAC

Rated voltage AC
	
-



-
	
Vac	

	
MXCUR

Max output current
	
200



200
	
mA	

	
NLCUR

No load current
	
20



20
	
mA	

	
CON

Connection type
	M12 plug	
	

	
HOU

Housing type
	M30, cylindric, plastic	
	

	
DIM1

Diameter
	30	
mm	

	
DIM2

Lenght
	
61.0



61.0
	
mm	

	
IP

IP rating
	
IP67, IP68, IP69K, Ecolab



IP67, IP68, IP69K, Ecolab
	
	

	
TMP

Operating temperature
	
-30Â°Ã·+85Â°C/-22Â°Ã·+185Â°F



-30Â°Ã·+85Â°C/-22Â°Ã·+185Â°F
	
CÂ°/Â°F	

	
DS

Datasheet
	
ca30caxxbpxio.pdf	
pdf	
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